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1. Revise subsection 1.3.1 to read as follows: 
 
1.3.1  Unless otherwise specified, the provisions of this standard shall not apply to facilities, equipment, structures, or 
installations that existed or were approved for construction or installation prior to the effective date of the standard.  
 
2. Add a new subsection 1.3.1.1 to read as follows: 
 
1.3.1.1 Any change or modification to the equipment or installation in a facility where the classification of solvent or type 
of system changes from a previous approval shall be subject to all provisions of this standard.  
 
3. Revise definition 3.3.3 and add a new A.3.3.3 to read as follows: 
 
3.3.3* Conversion.  Any modification(s) made to a new, existing, or used drycleaning machine, drying tumbler, or 
reclaiming tumbler that permits the use of a solvent of a different class or permits a change to a different solvent in the 
same class, other than that which is specified on the original manufacturer’s name plate and as described in 6.1.2.1 (See 
Annex B, Guidance on Conversion). 
 
A.3.3.3  Conversion. Conversion or modification of a new or existing drycleaning machine, drying tumbler, or reclaiming 
tumbler that permits the use of the same class solvent, but a different solvent than specified by the original equipment 
manufacturer, is technically feasible, and is being conducted. The AHJ should be notified prior to commencing the 
modification or conversion of the equipment.  Documentation should be provided to the AHJ showing the original 
manufacturer’s approval or verification of the conversion by a certified testing agency of the conversion or modification, 
with either a new or updated equipment listing, from the original listing agency or new listing agency, that the equipment 
is compatible with the new solvent. 
 
4. Change 4.1.2 to read “Change of Solvent”  
 
5. Add new subsections 4.1.2.1.1 and 4.1.2.1.2 to read as follows: 
 
4.1.2.1.1 When a change in solvent used does not reflect a change in the classification or type of system, the new solvent 
shall be considered a conversion. 
 



4.1.2.1.2 Hazards associated with the conversions described in 1.3.1.1, 3.3.3, and 6.1.2.1, and the type of system the 
solvent is used in, shall be provided with explosion protection in accordance with NFPA 69, Standard on Explosion 
Prevention Systems. 
 
6. Add new subsections 6.4.11 and 6.4.12 to read as follows: 
 
6.4.11  Drycleaning machines shall be constructed of materials that are compatible with the solvent(s) for which the 
machine is designed. 
 
6.4.12  Drycleaning machines shall be constructed to safely handle the expected vapor pressures of the solvents for which 
it is designed during normal operations. 
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