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5000    CI1    BLD-BCF
(26.2.3.4.5 (New) )
_______________________________________________________________________________________________
Submitter: Technical Committee Board and Care Facilities
Recommendation: 26.2.3.4.5  Carbon Monoxide Detection.

26.2.3.4.5.1 Carbon monoxide alarms or carbon monoxide detectors shall be installed, tested, and maintained in
facilities that have a permanent source of carbon monoxide or with an communicating attached garage in accordance
with Section 9.8.

26.2.3.4.5.2 A communicating open parking garage, as defined in the Building Code, or enclosed parking garage
ventilated in accordance with the Mechanical Code, shall not be deemed to be an attached garage.

26.2.3.4.5.3 A carbon monoxide alarm or carbon monoxide detector shall be installed on each level of the facility for
which a carbon monoxide source exists on that level, including basements, but excluding crawl spaces and unfinished
attics. (Consider reference to 720 Chapter 9.)

26.2.3.4.5.4 The carbon monoxide alarm or carbon monoxide detector shall be an approved, listed device, installed
per manufactures instructions.  The device shall be provided with a secondary source of power.

26.2.3.4.5.5 Carbon monoxide alarms or carbon monoxide detectors shall be inspected and tested monthly.
26.2.3.4.5.6 Replacement of a carbon monoxide alarms or carbon monoxide detector shall be followed per

manufactures instructions.
Statement: The proposed language was presented to the committee by a task group that was charged with
developing language for CO detection requirements in board and care facilities. The committee voted to incorporate the
report as a committee input (CI) for the purpose of receiving public comments, and for the task group to address several
issues that were raised at the committee meeting.

Issues raised by the committee include: NFPA Regulations require reference to the applicable code or standard (NFPA
720), and where different requirements are necessary based on the unique life safety risk associated with the
occupancy, they need to be explained via annex notes. The task group should look at the power supply requirements –
should they be the same for new and existing (which is what is proposed)? Require permanent (hard-wired) power
supply for new? The task group should also review the issue of fireplaces which was addressed by the residential
occupancies committee; also low frequency 520 Hz sounder for all sleeping areas vs. those for mild or severe hearing
loss. Annex notes are not permitted to contain mandatory requirements. Numbered paragraphs are limited to one
requirement. No loss history was provided for existing facilities – as proposed, the requirements would apply
retroactively to existing facilities.

It is noted that the task group report included proposed annex language, which has not been included in this
Committee Input. Any proposed annex material can be added at the second draft stage.

_______________________________________________________________________________________________
5000    CI3    BLD-BCF
(26.3.2.7)
_______________________________________________________________________________________________
Submitter: Technical Committee Board and Care Facilities
Recommendation:   26.3.2.7  Discharge from Exits. Exit discharge shall comply with Section 11.7.

26.3.2.7.1 Exits shall terminate directly, at a public way or at an exterior exit discharge, unless otherwise provided in
26.3.2.7.2 through 26.3.2.7.3.

26.3.2.7.2 Where approved by the authority having jusrisdiction, exits shall be permitted to discharge into a fenced or
walled courtyard, provided that not more than two walls of the courtyard are the building walls from which egress is
being made.

26.3.2.7.3 Approved yards or courts used for exit discharge inaccordance with 26.3.2.7.2 shall be of sufficient size to
accommodate all occupants at a distance of not less than 50 ft (15 m) from the building while providing a net area of 25
ft2 (7.62 m2) per person.
Statement: This committee input is intended to serve as a placeholder for further review at the second draft stage,
based on public input received on NFPA 101.
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5000    CI2    BLD-BCF
(26.3.3.4.9 (New) )
_______________________________________________________________________________________________
Submitter: Technical Committee Board and Care Facilities
Recommendation: 26.3.3.4.9  Carbon Monoxide Detection.

26.3.3.4.9.1 Carbon monoxide alarms or carbon monoxide detectors shall be installed, tested, and maintained in
facilities that have a permanent source of carbon monoxide or with an communicating attached garage in accordance
with Section 9.8.

26.3.3.4.9.2 A communicating open parking garage, as defined in the Building Code, or enclosed parking garage
ventilated in accordance with the Mechanical Code, shall not be deemed to be an attached garage.

26.3.3.4.9.3 A carbon monoxide alarm or carbon monoxide detector shall be installed on each level of the facility for
which a carbon monoxide source exists on that level, including basements, but excluding crawl spaces and unfinished
attics. (Consider reference to 720 Chapter 9.)

26.3.3.4.9.4 The carbon monoxide alarm or carbon monoxide detector shall be an approved, listed device, installed
per manufactures instructions.  The device shall be provided with a secondary source of power.

26.3.3.4.9.5 Carbon monoxide alarms or carbon monoxide detectors shall be inspected and tested monthly.
26.3.3.4.9.6 Replacement of a carbon monoxide alarms or carbon monoxide detector shall be followed per

manufactures instructions.
Statement: The proposed language was presented to the committee by a task group that was charged with
developing language for CO detection requirements in board and care facilities. The committee voted to incorporate the
report as a committee input (CI) for the purpose of receiving public comments, and for the task group to address several
issues that were raised at the committee meeting.

Issues raised by the committee include: NFPA Regulations require reference to the applicable code or standard (NFPA
720), and where different requirements are necessary based on the unique life safety risk associated with the
occupancy, they need to be explained via annex notes. The task group should look at the power supply requirements –
should they be the same for new and existing (which is what is proposed)? Require permanent (hard-wired) power
supply for new? The task group should also review the issue of fireplaces which was addressed by the residential
occupancies committee; also low frequency 520 Hz sounder for all sleeping areas vs. those for mild or severe hearing
loss. Annex notes are not permitted to contain mandatory requirements. Numbered paragraphs are limited to one
requirement. No loss history was provided for existing facilities – as proposed, the requirements would apply
retroactively to existing facilities.

It is noted that the task group report included proposed annex language, which has not been included in this
Committee Input. Any proposed annex material can be added at the second draft stage.
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