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1. Revise 6.12.9 to read: 
 
6.12.9 Where emergency shutoff valves are required to be installed in fixed piping at bulk plants and industrial 
plants, accordance with 6.12.2, a means shall be incorporated to actuate the emergency shutoff valves in the 
event of a break of the fixed piping resulting from a pull on the hose. 
 
Submitter’s Substantiation:  Since  2001 the installation of Emergency Shutoff Valves has been allowed  not 
only  to protect transfer lines at bulkheads (loading/unloading stations) but also at the liquid outlet of 
containers to comply with 5.7.4.2 (D)(2), (H)(2).  
  The action taken by the Technical Committee during the balloting process on Comment 58-58 would require 
all Emergency Shutoff Valves regardless of where they are installed in the fixed piping system to incorporate a 
means to actuate in the event of break in the fixed piping resulting from a pull on the hose.  This would include 
Emergency Shutoff Valves installed 100 feet or more from the transfer hose at the container opening which is 
used to only protect the liquid withdrawal opening at the container not the hose at the transfer station.  It was the 
intent of the Technical Committee to require activation of only the Emergency Shutoff Valve installed within 20 
feet of the nearest end of the hose or swivel-type piping connection (see 6.12.2).  
 
Emergency Nature:  The intent of the committee was to cover only those emergency shutoff valves that are 
installed to protect the loading and unloading stations; the proposed 6.12.9 goes far beyond the intent.   
   As currently written, Comment 58-58 would create a huge installation problem and in many cases could not 
be complied with due to the location of all the Emergency Shutoff Valves installed in the system. The difficulty 
in trying to connect all of the valves in the fixed piping system would far outweigh any benefit of having done 
so.  Only the most critical valve must close and that is the one installed closest to where the hose “pull away” 
occurs, per the requirement in 6.12.2. 
  The proposed revision to 6.12.9  will clarify  the limitation of this new requirement to Emergency Shutoff 
Valves installed within 20 ft of lineal pipe from the nearest end of the transfer hose connection to the fixed 
piping system (6.12.2), thereby providing the necessary protection for loading and unloading stations.  
 
 
Anyone may submit a comment by the closing date indicated above.  To submit a comment, please identify the number 

of the TIA and forward to the Secretary, Standards Council, 1 Batterymarch Park, Quincy, MA 02169‐7471. 
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