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1. Revise 11.3.2.13.9 to read as follows: 
 

11.3.2.13.9*   
During the transfer of CNG to or from cargo vehicles CNG bulk transport vehicles, the hand or 
emergency brake of the vehicle shall be set and chock blocks used to prevent rolling of the 
vehicle.  

 
11.3.2.13.9.1   
Personnel filling CNG bulk transport cylinders or vehicles shall be instructed and trained in 
accordance with DOT hazardous materials regulations. 

 
 
2. Revise 13.3.2.19.2 (G) and (H) to read as follows: 
 
 (G)   

For impounding areas serving one or more than one container with provisions made to prevent 
low temperature or fire exposure resulting from the leakage from any one container served from 
causing subsequent leakage from any other container served, the volume Where containers in the 
dike area are constructed or protected to prevent failure from spilled LNG and fire in the dike, the 
minimum holding of the dike shall be the total volume of liquid in the largest container served, 
assuming the container is full in the dike [59A: 13.8.3(1)]. 

 
(H)   
For impounding areas serving more than one container without provisions made in accordance 
with 13.3.2.19.2(G), the volumeWhere containers in the dike area are not constructed or protected 
to prevent failure from spilled LNG and fire in the dike, the minimum holding of the dike shall be 
equal to the total volume of liquid in all containers served, assuming all containers are full the 
containers in the dike area. [59A: 13.8.2(3)]. 

 
 
Substantiation.  
Item 1. This change is needed to clarify the intent of the clause. This requirement is only applicable to 
vehicles or cylinders used in the bulk transport of natural gas. Other types of cargo vehicles may utilize 
natural gas as a fuel source in their operation, and filling these types of vehicles does not require DOT 
Hazardous Materials Training. 
Item 2. These changes are necessary to provide consistency with NFPA 59A regarding the requirements 
for the holding capacity of the dike.  The language is extracted from NFPA 59A. 
 
Emergency Nature. During the second draft stage, the reorganization of NFPA 52 resulted in errors in a 
number of second revisions.  Some of the revisions that were voted on during the second draft meeting 
were not carried over during the editorial process, and therefore the revisions that were balloted were not 
the same as what the committee had actually voted on.  The proposed text corrects this error by including 
the language the committee agreed upon as a second revision. 
 
Anyone may submit a comment by the closing date indicated above.  To submit a comment, please 

identify the number of the TIA and forward to the Secretary, Standards Council, 1 Batterymarch Park, 

Quincy, MA 02169‐7471. 
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