
 

 
 

 

 
TECHNICAL COMMITTEE ON SINGLE BURNER BOILERS 

NFPA 85 
Pre-Draft Meeting Agenda 

November 8, 2016 10:00 AM - 2:00 PM EST 
Web/Teleconference Meeting 

 
 

1. Call to Order. Peter Willse, Chair  

2. Introductions.  

3. Staff Updates. Laura Montville, NFPA Staff 

4. Review draft definitions and guidelines developed by the Correlating Committee and 
Fundamentals Committee (attached). Develop input for the next revision cycle as necessary. 

5. Task group updates 

 Chapter 5 Reorganization. John Eibl, Task Group Chair 

6. New Business. 

7. Next Meeting. 

8. Adjourn.  



Draft Definitions and Guidelines developed by the  

NFPA 85 Correlating Committee and Fundamentals Committee 

 

Draft definitions for interlock, permissive, and trip.  

 Interlock: A function which prevents, limits, stops, or initiates the operation of equipment or a 

subsequent function. 

o Annex language: An interlock can consist of a sensing function, a control function, and 

an output or a final control element. The interlock can be accomplished with the use of 

any combination of electrical devices, mechanical devices, or logic. 

 Permissive: An interlock that functions only to allow initiation of the operation of equipment or 

a subsequent function 

 Trip: An interlock that shuts down equipment when a predefined set of conditions exists. 

It was decided that permissive and trip should be subdefinitions under interlock, but they should also 

appear in alphabetical order with a reference back to the interlock section, similar to what is done for 

“coal” in 3.3.30. 

Recommendations for other Chapters. The following recommendations have been developed for the 

use of “interlock” and related terms throughout the code:  

 “Safety device”, “protective device”, “interlock device” and “safety interlock device” appear to 

be synonymous.  The Fundamentals Committee suggests using "interlocks" or "interlocks and 

associated devices" as appropriate. 

 “Safety function” is similar to the new definition of an interlock.  The Fundamentals Committee 

suggests using the term interlock. 

 “Master fuel trip device” is not defined in Chapter 3, and is only used in Chapter 7 and its Annex.  

If this is intentionally different from a master fuel trip relay, it should be defined in Chapter 3. 

Otherwise, it should be replaced with “master fuel trip relay”. 

 “Safety shutdown” is only used in Chapters 3, 4, and 5, and the Annex to Chapters 5 and 7.  For 

consistency throughout the document, the Fundamentals Committee recommends replacement 

with “trip” or “master fuel trip”, as appropriate. The Fundamentals Committee will be removing 

the term from Chapters 3 and 4. 

 “Emergency shutdown” is used in Chapters 4, 6, 7, 8, and 10, and the Annex to Chapters 4, 6, 

and 7, as well as Annex B. This appears to be the same as a safety shutdown, so the Committee 

recommends replacement with “trip” or “master fuel trip” as in the comment above. The 

Fundamentals Committee will be removing the term from Chapter 4. 

 “Abnormal shutdown” is only used twice, both times in Chapter 6.  This appears to be 

synonymous with “trip” and for consistency, that term should be substituted. 

 “Interlock system” is used in Chapters 4, 5, 6, 7, 8, and 9. The Fundamentals Committee will be 

removing the term from Chapter 4 by replacing it with “interlocks” and recommends 

replacement in other chapters. 


	BCS-SBB_Agenda_10-16
	NFPA 85 Draft Definitions and Guidelines

