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1. Delete section 13.10 as follows:

13.10 System Inspection, Testing, and Maintenance. A standpipe system installed in
accordance with this chapter shall be properly inspected, tested, and maintained by the
property owner or an authorized representative in accordance with NFPA 25 to provide at
least the same level of performance and protection as originally designed.

2. Add a new Chapter 14 to read as follows:

Chapter 14 System Inspection, Testing, and Maintenance
14.1 General.  A standpipe system installed in accordance with this standard shall be properly
inspected, tested, and maintained by the property owner or an authorized representative in
accordance with NFPA 25 to provide at least the same level of performance and protection as
originally designed.

Substantiation:  During development of the 2019 edition, a new chapter 13 was added to govern 
installation of Maritime Standpipe and Hose Systems. While the new chapter and related text 
was added to become a new Chapter 13, rather than relocating the previous (2016 edition) 
Chapter 13 on Inspection, Testing and Maintenance, that language was simply renumbered as a 
new Section 13.10 in the new chapter. That was not the committee’s intent. Unfortunately, this 
oversight was not identified during preparation of the first draft or second draft reports. This TIA 
works to correct that oversight and reestablish the separate chapter that needs to deal with 
inspection, testing and maintenance. This qualifies for the emergency nature provision of the 
NFPA Regulations, Section 5.4 (a) The NFPA Standard contains an error or an omission that 
was over-looked during a regular revision process. 

Emergency Nature:  The NFPA Standard contains an error or an omission that was overlooked 
during the regular revision process.   

As currently written, it could be implied that the ITM provisions only apply to Maritime 
Standpipe and Hose Systems. NFPA 14 has required some level of ITM for all standpipe systems 
dating back at least 30 years. In recent editions of the standard, ITM criteria has always been 
captured in a separate chapter. This TIA simply reestablishes that separate chapter. 
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