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1. Revise 1.1.4 to read as follows: 

1.1.4 This standard shall also specify the minimum selection, care, and maintenance 
requirements for structural fire fighting protective ensembles with optional liquid and 
particulate contamination contaminant protection and for proximity fire fighting protective 
ensembles with optional liquid and particulate contamination contaminant protection.  

 
2. Revise 4.2.4 to read as follows: 

4.2.4 The organization shall use one or any combination thereof of the following to perform 
advanced cleaning, sanitization or disinfection, advanced inspection, and repair services of 
ensembles and ensemble elements (see Table 4.2.4): 
…  

 
3. Revise 4.2.4.1 to read as follows: 

4.2.4.1 Verified organizations, and verified ISPs, manufacturers verified in cleaning, and 
verified cleaners shall meet the requirements of Chapter 11 and shall be verified by a third-
party certification organization.  

 
4. Revise 6.3.5.2(5) to read as follows: 
 

6.3.5.2 (5)* Damage to the particulate-blocking layer, where present, as specified in Section 
12.1 or Section 12.2  

 
5. Revise 7.4.4.5 to read as follows: 

7.4.4.5 Advanced cleaning procedures that are used in conjunction with or that follow 
sanitization for removal of soils associated with body fluids or other infectious materials shall 
meet the applicable garment requirements specified in Section 7.3.  

 
6. Revise 11.1.1 to read as follows: 

11.1.1 In order for an organization, or ISP, cleaner, or manufacturer to be verified, it shall meet 
the requirements of this chapter.  

 
7. Revise 11.1.1.1.2 to read as follows: 

11.1.1.1.2 Cleaning and sanitization verification of cleaners and manufacturers shall not apply 
to helmet elements, glove elements, footwear elements, hood elements, or optional liquid and 
particulate contaminant protective ensembles.  

 
8. Revise 11.1.1.2 to read as follows: 

11.1.1.2 An organization or manufacturer shall be permitted to be verified for any combination 
of advanced cleaning, sanitization, advanced inspection, and repairs.  

 



9. Revise 11.1.1.2.3 to read as follows: 
11.1.1.2.3 Manufacturers verified in cleaning shall be verified per the verified cleaner 
requirements in accordance with Table 11.1.1.1 and shall be permitted to perform advanced 
inspection and advanced repair.  

 
10. Revise 11.1.1.4 and 11.1.1.4.1to read as follows: 

11.1.1.4 The verified organization, verified ISP, manufacturer verified in cleaning, or verified 
cleaner shall be listed. 
11.1.1.4.1 The listing Listing shall contain advanced cleaning, sanitization, and advanced 
inspection; or advanced cleaning, sanitization, advanced inspection, and/or repair 
categoriesspecify the services the listee is that the organization or the ISP is verified to 
conduct.  

 
11. Revise 11.1.2 to read as follows: 

11.1.2 All verification of the organization, orISP, manufacturer verified in cleaning, or verified 
cleaner shall be performed by a certification organization that meets at least the requirements 
specified in Section 11.2 and that is accredited for personal protective equipment (PPE) in 
accordance with ISO/IEC 17065, Conformity assessment – Requirements for bodies certifying 
products, processes and services. The accreditation shall be issued by an accreditation body 
operating in accordance with ISO 17011, Conformity assessment – General requirements for 
accreditation bodies accrediting conformity assessment bodies.  

 
12. Revise 11.1.3 and 11.1.3.1 to read as follows: 

11.1.3 The verified organization, verified ISP, manufacturer verified in cleaning, or verified 
cleaner shall not use the NFPA name or the name or identification of this standard, NFPA 
1851, in any statements about its services unless the services are verified as compliant to this 
standard.  
11.1.3.1* No provider of the services covered by this standard shall claim to be an ISP, a 
verified ISP, a verified organization, a manufacturer verified in cleaning, or a verified cleaner 
unless they comply with all of the requirements in this standard and are third-party verified in 
accordance with the requirements of this chapter.  

 
13. Revise 11.1.5 to read as follows: 

11.1.5 Organizations, or ISPs, or manufacturers verified to the 2014 edition of NFPA 1851 
shall undergo verification to the 2020 edition of NFPA 1851 within 12 months of the NFPA 
effective date for the 2020 edition, with the exception of to the requirements for demonstrating 
cleaning and sanitization effectiveness specified in 11.3.7.  

 
14. Revise 11.2.2 to read as follows: 

11.2.2 The certification organization shall be primarily engaged in certification work and shall 
not have a monetary interest in the organization’s, or ISP’s, or manufacturer’s ultimate 
profitability.  

 
15. Revise 11.2.5 to read as follows: 

11.2.5* The contractual provisions between the certification organization and the organization, 
or the ISP, or the manufacturer shall specify that verification is contingent on compliance with 
all applicable requirements of this standard.  

 
16. Revise 11.2.7 to read as follows: 



11.2.7* The certification organization shall have laboratory facilities and equipment available 
for conducting proper tests to determine organization or ISP compliance. 

 
17. Revise 11.2.11 to read as follows: 

11.2.11 The certification organization and the organization, or ISP, or manufacturer verified in 
cleaning shall evaluate any changes affecting function of the compliant services to determine 
continued certification to this standard.  

 
18. Revise 11.2.12 to read as follows: 

11.2.12* The certification organization shall have a follow-up inspection program of the 
verified organization’s or the verified ISP’s facilities of the compliant services with at least one 
random and unannounced visit annually to verify continued compliancein accordance with 
Table 11.1.1.1.  

 
19. Revise 11.3.1 to read as follows: 

11.3.1 For verification of the organization’s or ISP’scompliant services, the certification 
organization shall conduct both inspection and testing as specified in this section.  

 
20. Revise 11.3.2 to read as follows: 

11.3.2 All inspections, evaluations, conditioning, and testing for verification of the 
organization, or ISP, verified cleaner, or manufacturer verified in cleaning shall be conducted 
by a certification organization’s testing laboratory that is accredited in accordance with the 
requirements of ISO 17025, General requirements for the competence of testing and 
calibration laboratories.  

 
21. Revise annex A.3.3.21 to read as follows: 

A.3.3.21 Decontamination. Decontamination is specific to the removal “…” use of a 
detergent, and heated water all work together to remove contaminants from the element.  
See A.7.4.3 for more information on registered disinfectants.  
 

22. Revise annex A.3.3.22 to read as follows: 
A.3.3.22 Disinfectant. Disinfectants as an antimicrobial agent are “…”In general, a 
disinfectant must kill all target microorganisms.  
See A.7.4.3 for more information on registered disinfectants.  

 
23. Revise annex Table A.4.2.3.2 to read as follows: 

Table A.4.2.3.2 Evaluating Possible Negative Effects of Accessory Attachments on 
Ensembles or Ensemble Elements 

Ensemble and Ensemble Element 
Properties 

 Applicable Sections of 
NFPA 1971 

…  
Liquid and particulate contamination 
protective ensembles  

  

     Particle inward leakage   8.66  

     Whole ensemble-garment liquid integrity   8.48  

 
24. Revise A.4.2.4 to read as follows: 



A.4.2.4 A manufacturer-trained organization receives training from an element manufacturer 
“…”the element manufacturer to perform these services.  
A manufacturer verified in cleaning has demonstrated the ability to conduct cleaning to a third-
party verification organization in accordance with this standard. A verified cleaner has 
demonstrated the ability to conduct cleaning to a third-party certification organization in 
accordance with this standard.  

 
25. Add a new Annex A.4.2.4.3.1, and also add “*” to paragraph 4.2.4.3.1, to read as follows: 

A.4.2.4.3.1 Verified cleaners have received verification from a third-party verification 
organization to conduct garment element advanced cleaning services. Verified cleaners are not 
third-party verified to conduct advanced inspections or repairs.  

 
26. Revise A.4.2.4.5.1 to read as follows: 

A.4.2.4.5.1 All ISPs and manufacturers, and verified cleaners performing advanced garment 
cleaning are required to successfully verify the effectiveness of cleaning for garment elements. 
If a department wants more in-depth information or specifics on how to perform garment 
cleaning, they should consult with an ISP or a manufacturer who has been third-party verified 
in cleaning.  

 
27. Revise A.5.1.2(7) to read as follows: 

A.5.1.2(7) In determining the need for CBRN protection, the organization should determine 
“…” obtaining separate ensembles that comply with specific classes of ensembles for NFPA 
1994 or classes of ensembles meeting NFPA 1991.  

 
28. Revise A.5.1.6 list item (6) to read as follows: 

A.5.1.6 list item (6) Optionally, the fire fighter test subject can wear black witness garments 
such as body wear underneath the ensemble to provide a uniform viewing surface. If this 
approach is used, synthetic material-based black body wear consisting of a full long-sleeved 
top and pants are useful. However, such garments must be totally free of lint as ascertained by 
being checked under a black light.  

 
29. Revise the line “Liquid penetration resistance” in Annex Table A.7.3.7.3 to read as follows: 

Table A.7.3.7.3 Recommended Test Methods in NFPA 1971 for Evaluating Effects of 
Advanced Cleaning Procedures on Garment Performance Properties 

Performance Property 
Test Method (in 

NFPA 1971) 
Type of Sample(s) Specimens Required* 

Thermal protective 
performance (TPP) 

Section 8.10 Composite 
Three 150 mm (6 in.) 

squares 
…    

Liquid penetration 
resistance – Fuel H 

Section 8.27 Moisture barrier seams 
Three 75 mm (3 in.) 

squares 

…    

Retroreflectivity and 
fluorescence 

Section 8.45 Trim section 
Four 305 mm (12 in.) 

lengths 

 
 



Substantiation:  These additions and revisions are necessary to correct errors and omissions as 
well as provide clarity, correlation and consistency. 

Emergency Nature:  The standard contains errors and omissions that were overlooked during 
the revision process.  The NFPA Standard contains a conflict within the NFPA Standard or 
within another NFPA Standard. 

The proposed TIA intends to correct a circumstance in which the revised NFPA Standard creates 
an inadvertent conflict within itself and NFPA 1971. These editorial revisions eliminate 
confusion in application of the standard. They also provide consistency and clarity throughout 
the document and within the protective clothing project. Without these revisions the standard 
may not be applied correctly or as intended by the technical committee  

Anyone may submit a comment by the closing date indicated above.  Please identify the TIA number and 

forward to the Secretary, Standards Council.      SUBMIT A COMMENT
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